Fire and Gas Detection Mapping using Volumetric Rendering

C. Cotterill\textsuperscript{1,2} and T. Davison\textsuperscript{1} and S. O’Connor\textsuperscript{3} and D. Orr\textsuperscript{2} and F. Charles\textsuperscript{1} and W. Tang\textsuperscript{3}

\textsuperscript{1}Teesside University, School of Computing, Middlesbrough, TS1 3BX, United Kingdom
\textsuperscript{2}Hazdet, Protex Systems, Stockton on Tees, TS18 3TX, United Kingdom
\textsuperscript{3}Bournemouth University, Faculty of Science and Technology, Department of Creative Technology, Poole, BH12 5BB, United Kingdom

Abstract

The software presented here provides an interactive real-time tool for the simulation of fire and gas detection mapping using volumetric rendering based on the layouts of fire and gas detectors within 3D virtual environments.

Categories and Subject Descriptors (according to ACM CCS): I.3.8 [Computer Graphics]: Applications—

1. Introduction

The aim of the software developed is to enable the optimisation and verification of the effectiveness of fire and gas detector layouts within high risk process environments in order to mitigate catastrophic events. The software performs this task using a 3D model of a facility that may either be supplied as a 3D CAD model, or constructed within the software itself. Detectors are placed within the 3D model by the user and the software subsequently simulates “idealised” fire and gas releases throughout the model as well as the detectors responses to the releases. The results are then summed and an output consisting of a total percentage coverage of the area as well as a coverage map is generated and provided to the user through the interactive graphical user interface (Figure 1).

2. Software Overview

Our software allows a set of inputs to be used for the process to take place, and produces a set of outputs which are provided for the purpose of the user through the interactive graphical user interface. To provide feedback to the user, a series of percentages specifying the coverage of the area is produced. This percentage may give a percentage covered by a single detector, a percentage covered by 2 detectors and a percentage covered by 3 or more detectors. Different standards however just output a total percentage with acceptable coverage. The software finally generates a coverage map which is a coloured picture and a table of the detector co-ordinates used in the mapping layout.

Figure 1: Overview of the interactive real-time graphical user interface.

Figure 2: Top-down view of the visualisation of the fire and gas detectors’ field of view.